MAX LOAD CURRENT 'S1' =

® -

i1

CH| 230v DIM
S1| 50-60Hz CH D1
w<<m LIN|E -+
MK K4910 ﬁ ﬂ
PUSH-TO-MAKE 4 ﬂ 7
RETRACTIVE 1@ 5 ¢
SWITCH D+ D- D+ D-
DIMMING DIMMING
L N E L N E
: o TT ZF
SUPPLY | N
i C & { [
SWITCHING SWITCHING

H

-
=

10A (MAX INRUSH 80A)

MAX LOAD CURRENT 'D1' = 60mA MAX 15 DIGITAL BALLASTS

TERMINAL CAPACITIES = 0.5 - 2.5mm? SOLID OR STRANDED

NOTES

O Ex-Or

Making light work

Tel: +44 (0)1942 719229 Fax: +44 (0)1942 508753
Email: technicalsales.ex-or@honeywell.com
Www.ex-or.com

PROJECT TITLE

DRAWING INFORMATION

LightSpot HD

LS3000DR (F/SM)

Switching & Dimming
Drawn By C. WILSON Drawn Date 2015
Checked By C. WILSON Checked Date 2015
Drawing Status INFORMATION Drawing Scale NTS
Drawing Number Revision
File Name

A3 297 x 420mm




