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Features

Listings/Approvals
UL
ULC
FM
LPCB
VdS
CFE

AFNOR
VNIIPO
CE - EMC and CPD
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VLS®

How It Works 

The VLS Display

Relay Options

VESDAnet™

AutoLearn™ and Referencing
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VLS®
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Supply Voltage:
Power Consumption @ 24 VDC: 

Dimensions
mm in

A 350 13.8

B 225 8.9

C 70 2.75

D 57 2.25

E 35 1.37

F 44.5 1.75

G 22.2 0.87

H 141 5.56

I 15.9 0.62

J 33.3 1.31

K 34 1.33

Dimensions
mm in

L 23.8 0.94

M 51 2

N 21 0.83

O 141 5.56

P 25.4 1

Q 11.1 0.44

R 9.5 0.37

S 28.5 1.12

T 30.2 1.19

U 3.2 0.125

Dimensions
in

A 337.3 13.25

B 130.8 4.87

C 14.5 0.28

D 70.6 2.81

E 50.6 2.06

F 10.0 0.37

G 47.62 1.87

H 6.35 0.25
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Dimensions (WHD):

Weight:

Operating Conditions:

(
Sampling Network:

Pipe Size:

 in 7  in
Programmable Relays:

IP Rating:  
Cable Access:  
Cable Termination: 

Sensitivity Range: 
Alarm Threshold Setting Range:

Software Features:

Ordering Information:

VLS-XXX XX

2 = 7 Relay Version
3 = 12 Relay Version
6 = 7 Relay w/FOK LED
7 = 12 Relay w/FOK LED

0=Standard Detector Orientation
1=Inverted Detector Orientation

0=Standard Product
1=Custom (consult factory)

VLS Configuration

0 = Blank Blate
1 = Programmer

4 = Scanner Display


