
Fire Safety

4 Way Programmable 
Sounder Cards
Product Overview

The 4-way programmable sounder card is a compact remote I/O device 

for the ZX series intelligent multi protocol fire alarm control panels. This 

device, along with other remote I/O devices, the repeater units and the 

external printer provide a complete range of peripheral devices to further 

enhance the functionality and expandability of the ZX series systems.

The 4-way sounder card consists of 4 supervised sounder outputs 

built on a single printed circuit board Each sounder output provides a 

supervised 24Vdc polarity reversal circuit. This output can be used to 

drive bells, electronic sounders and strobes. Each output circuit can 

provide up to 1A with a maximum of 3A spread over all four outputs. 

The 4-way sounder card connects to the ZX series control panels via the 

RS485 peripheral port (port D). An RS485 communication card must be 

fitted in the ZX series intelligent multi protocol fire alarm control panel 

for that purpose. The “Auto-Learn” facility in the ZX series control panels 

will automatically add each circuit to the list of sounder outputs in the 

panel. Each of these outputs can be assigned to any zone on the system 

and can be individually programmed for NORMAL, PULSED, DELAYED, 

or DOUBLE-KNOCK operation. Each sounder output is monitored for 

open and short circuits, with individual LED indication on the card for 

the status of each circuit.

An external fault input is available for monitoring a pair of external clean 

contact (normally closed) in case the 4- way sounder card is powered 

from an external power supply.

The 4-way sounder card requires a 24V to 28 Vdc external power supply 

to operate. It is recommended that power is provided by another suitable 

DC supply of suitable voltage and current rating.

K E Y  F E AT U R E S

• Provides four individually 
programmable sounder outputs

• Compatible with ZX series intelligent 
multi protocol fire alarm control panels

• RS485 communication

• Connects to the peripheral bus (port D) 
on the fire alarm control panel

• Up to 15 on one peripheral bus

• Easy dip switch addressing

• Delayed or double-knock operation 
options

• Fault input for external power supply 
monitoring

• LED sounder status indication



The RS485 peripheral address is set via an onboard DIP switch and other peripherals can be daisy 

chained on the same line. Up to a maximum of fifteen, four-way programmable sounder cards can 

be connected to a peripheral bus. This number is reduced when any other peripheral devices are 

used on the same bus.

4 Way Programmable Sounder Cards   

For further details on these or any other Morley-IAS products please contact 

your local distributor, Morley-IAS Business Manager or via our contact details 

found below. Morley-IAS - Providing a control panel solution, for fire industry 

professionals, committed to supporting our device partners.* 

*Please contact us for full compatibility details of supported third party devices.
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PART NUMBERS

DESCRIPTION ORDER CODES

EN54 4-WAY PROGRAMMABLE 
SOUNDER CARD 

795-015

OTHER ACCESSORIES

RS485 COMMUNICATION MODULE 795-004-001

HI-485 HIGH INTEGRITY MODULE 795-038-001

SOUNDER BOOSTER UNIT 795-016

24VDC, 2A PSU/CHARGER 002-225-229

24VDC, 5A PSU/CHARGER 795-063

MECHANICAL

DIMENSIONS (HXWXD) 125 X 190 X 50 MM

WEIGHT 230 GR. (8 OZ) 

OPERATING TEMPERATURE 0°C TO 49°C 

HUMIDITY 10% to 93% non- condensing

ELECTRICAL

OPERATING VOLTAGE 24 to 28 Vdc

CURRENT CONSUMPTION (TYPICAL AT 24VDC) 

STAND BY 120mA (all outputs off)

ALARM 220mA + sounder load (all four outputs on)

ADDRESSING DIP switch (1-15)

TERMINALS Maximum cable cross sectional area 2.5 mm2 (13 AWG) removable 
block

PERIPHERAL BUS Maximum bus length: 1,200m (3937 ft) 150 Ohm end-of-line 
resistors at both ends of the RS485 circuit

NOTE 

RECOMMENDED CABLE Belden 8760 or equivalent fire rated cable

OUTPUT CIRCUITS 2K2 Ohm. End-of-line resistor required for supervision

Technical Specifications


