
Device Compatibility Document
for Conventional Panels

Document 52195   Rev: T2
1/25/2022    ECN: 151532



2 Gamewell-FCI Device Compatibility Document — P/N 52195:T2  1/25/2022

Table of Contents
Control Panel Circuit Specifications ...........................................................................................................................................................3
Accessories Circuit Specifications ..............................................................................................................................................................3
Compatible Two-Wire Smoke Detectors.....................................................................................................................................................3

Various Manufacturers .........................................................................................................................................................................3
Maximum Number of Detectors per Zone ..................................................................................................................................................5

System Sensor ......................................................................................................................................................................................6
Gamewell .............................................................................................................................................................................................7
Apollo Fire Detectors Limited .............................................................................................................................................................7

Four-Wire Smoke Detectors/Devices ..........................................................................................................................................................8
Notification Appliances ...............................................................................................................................................................................9

System Sensor - 24VDC ......................................................................................................................................................................9
System Sensor SpectrAlert Advance..................................................................................................................................................10
System Sensor L Series ......................................................................................................................................................................11
Gentex - 24VDC.................................................................................................................................................................................11
Cooper-Wheelock - 24VDC...............................................................................................................................................................11
Cooper-Wheelock Exceder Series......................................................................................................................................................13
Faraday ...............................................................................................................................................................................................13
Quam-Nichols Speakers ....................................................................................................................................................................13

Automatic Water Control Valves (FM-Approved) For Preaction and Deluge Sprinkler Releasing Applications ....................................13
Releasing Applications ..............................................................................................................................................................................14
Door Holders .............................................................................................................................................................................................16
Relays ........................................................................................................................................................................................................16
PF24, PF24V Directional Sounder Compatibility.....................................................................................................................................16



Gamewell-FCI Device Compatibility Document — P/N 52195:T2  1/25/2022

Control Panel Circuit Specifications

Flex 402, Flex 404
Initiating Device Circuit Voltage: 17.3 - 24.6
Max Detector Circuit Standby Current: 2.0mA/circuit
Compatibility Identifier: “A”
NAC Power: Full Wave Rectified  (Special Application)

Flex 405, FC-5C
Initiating Device Circuit Voltage: 17.1 - 25.0 VDC
Max Detector Circuit Standby Current: 2.0 mA/circuit
Compatibility Identifier: “A”
NAC Power: Full Wave Rectified

FC-10C
Initiating Device Circuit Voltage: 17.9 - 26.4 VDC
Max Detector Circuit Standby Current: 2.0 mA/circuit
Compatibility Identifier: “A”
NAC Power: Full Wave Rectified

GF505, GF510
Initiating Device Circuit Voltage: 15.98 - 21.47
Max Detector Circuit Standby Current: 2.0mA/circuit
Compatibility Identifier: “A”
NAC Power: Full Wave Rectified (Special Application)

GF506D, GF506R
Initiating Device Circuit Voltage: 17.18 - 20.48 
Max Detector Circuit Standby Current: 2.0mA/circuit
Compatibility Identifier: “A”
NAC Power: Filtered (Special Application)

Identiflex 602-126(XL), Identiflex 602-252(XL)
NAC Power: Filtered

IF602VE-126(Z), IF602VE-252(Z)
NAC Power: Filtered

IF602SS-198R, IF602SS-396R, IF 602SS-198XL, IF 602SS-
396XL
NAC Power: Filtered

 

Accessories Circuit Specifications

HPF-PS6B, HPF-PS10B
Battery Charger Power Supply
NAC Power: Filtered (Special Application)
Range: 19.2 – 26.4 VDC
24V Output (NAC1-NAC5/7): 19.72 – 26.40 
MAX Ripple Voltage 780 mVp-p
Remote Sync Input Voltage: 9 to 32 VDC

411-UDAC
Universal Digital Alarm Communicator
Compatibility Identifier: "A"
PCA Board Revision: All

Max Detector Circuit Standby Current: 2.0mA/ckt
Initiating Device Circuit Voltage: 8.6 - 13.5VDC
NAC Power: Full Wave Rectified (Special App)

PCB Board Revision: Revision E
Max Detector Circuit Standby Current: 1.8mA/ckt
Initiating Device Circuit Voltage: 8.5 - 13.1VDC
NAC Power: Filtered (Special Application)

PCB Board Revision: Revision F or later
Max Detector Circuit Standby Current: 2.0mA/ckt
Initiating Device Circuit Voltage: 10.3 - 12.6VDC
NAC Power: Filtered (Special Application)

Revision level can be found on lower right edge of board

FCPS-24FS6(E)(C), FCPS-24FS8(E)(C)
Field Charger Power Supply
Input Voltage 9 to 32 VDC
NAC Power: Filtered (Special Application)

FireForce 8
NAC Expander
NAC Power: Filtered

Compatible Two-Wire Smoke Detectors

Various Manufacturers

Model Detector
ID

Detector
Type

Base
Model

Base
ID

Standby
Current (uA)

Apollo 55000-138 55000-138 Heat 45681-200
/-220/-227/-230/-231/-232

/-251/-252/-255/-256/

45681-200
/-220/-227/-230
/-231/-232/-251
/-252/-255/-256

89
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Apollo 55000-139 55000-139 Heat 45681-200
/-220/-227/-230/-231/-232

/-251/-252/-255/-256

45681-200
/-220/-227/-230
/-231/-232/-251
/-252/-255/-256

89

Apollo 55000-140 55000-140 Heat 45681-200
/-220/-227/-230/-231/-232

/-251/-252/-255/-256

45681-200
/-220/-227/-230
/-231/-232/-251
/-252/-255/-256

89

Apollo 55000-141 55000-141 Heat 45681-200
/-220/-227/-230/-231/-232

/-251/-252/-255/-256

45681-200
/-220/-227/-230
/-231/-232/-251
/-252/-255/-256

89

Apollo 55000-142 55000-142 Heat 45681-200
/-220/-227/-230/-231/-232

/-251/-252/-255/-256

45681-200
/-220/-227/-230
/-231/-232/-251
/-252/-255/-256

89

Apollo 55000-143 55000-143 Heat 45681-200
/-220/-227/-230/-231/-232

/-251/-252/-255/-256

45681-200
/-220/-227/-230
/-231/-232/-251
/-252/-255/-256

89

Apollo 55000-144 55000-144 Heat 45681-200
/-220/-227/-230/-231/-232

/-251/-252/-255/-256

45681-200
/-220/-227/-230
/-231/-232/-251
/-252/-255/-256

89

Apollo 55000-145 55000-145 Heat 45681-200
/-220/-227/-230/-231/-232

/-251/-252/-255/-256

45681-200
/-220/-227/-230
/-231/-232/-251
/-252/-255/-256

89

Apollo 55000-146 55000-146 Heat 45681-200
/-220/-227/-230/-231/-232

/-251/-252/-255/-256

45681-200
/-220/-227/-230
/-231/-232/-251
/-252/-255/-256

89

Apollo 55000-225 55000-225 Ion 45681-200
/-220/-227/-230/-231/-232

/-251/-252/-255/-256

45681-200
/-220/-227/-230
/-231/-232/-251
/-252/-255/-256

100

Apollo 55000-226 55000-226 Ion 45681-200
/-220/-227/-230/-231/-232

/-251/-252/-255/-256

45681-200
/-220/-227/-230
/-231/-232/-251
/-252/-255/-256

100

Apollo 55000-227 55000-227 Ion 45681-200
/-220/-227/-230/-231/-232

/-251/-252/-255/-256

45681-200
/-220/-227/-230
/-231/-232/-251
/-252/-255/-256

100

Apollo 55000-325 55000-325 Photo 45681-200
/-220/-227/-230/-231/-232

/-251/-252/-255/-256

45681-200
/-220/-227/-230
/-231/-232/-251
/-252/-255/-256

130

Apollo 55000-326 55000-326 Photo 45681-200
/-220/-227/-230/-231/-232

/-251/-252/-255/-256

45681-200
/-220/-227/-230
/-231/-232/-251
/-252/-255/-256

130

Apollo 55000-327 55000-327 Photo 45681-200
/-220/-227/-230/-231/-232

/-251/-252/-255/-256

45681-200
/-220/-227/-230
/-231/-232/-251
/-252/-255/-256

130

Apollo 55000-328 55000-328 Photo 45681-200
/-220/-227/-230/-231/-232

/-251/-252/-255/-256

45681-200
/-220/-227/-230
/-231/-232/-251
/-252/-255/-256

130

Model Detector
ID

Detector
Type

Base
Model

Base
ID

Standby
Current (uA)
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Maximum Number of Detectors per Zone
When using two-wire smoke detectors containing supplementary relays or indicators, the operation of more than one detector per zone 
cannot be ensured.

Gamewell 71033 55000-350 Photo 71036
 71086

71086-Low
71086-Green
71086-Red

 71393

45681-200
45681-220
45681-232
45681-231
45681-230
45681-227

130
130
130
130
130
142

Gamewell 71034 55000-250 Ion 71036
 71086

71086-Low
71086-Green
71086-Red

 71393

45681-200
45681-220
45681-232
45681-231
45681-230
45681-227

100
100
100
100
100
092

Gamewell 71443 55000-380 Photo/Therm 71036
 71086

71086-Low
71086-Green
71086-Red

 71393

45681-200
45681-220
45681-232
45681-231
45681-230
45681-227

185
185
185
205
205
205

Gamewell 71035
Gamewell 71035-160
Gamewell 71035-210

55000-150
55000-151
55000-152

Heat 71036
 71086

71086-Low
71086-Green
71086-Red

 71393

45681-200
45681-220
45681-232
45681-231
45681-230
45681-227

57
57
57
89
89
86

System Sensor 2W-B A Photoelectric I3 N/A N/A 100
System Sensor 2WT-B A Photoelectric I3 N/A N/A 100
System Sensor 1100/D A Ionization N/A N/A 100
System Sensor 1151 A Ion B401 / B110LP / B116LP A 120
System Sensor 1400 A Ion N/A N/A 100
System Sensor 1451 A Ion B401B / B406B / B110LP / 

B116LP
A 120

System Sensor 1451DH A Ion DH-400 A 120
System Sensor 1851DH A Ion DH1851DC A 120
System Sensor 2151 A Photo B401 / B110LP / B116LP A 120
System Sensor 2300T A Photo / Therm. N/A N/A 120
System Sensor 2400 A Photo N/A N/A 120
System Sensor 2400AIT A Photo / Iso. Therm. / Horn N/A N/A 120
System Sensor 2400AT A Photo / Therm. / Horn N/A N/A 120
System Sensor 2400TH A Photo / Therm. N/A N/A 120
System Sensor 2451 A Photo B401B / B406B / DH-400 / 

B110LP / B116LP
A 120

System Sensor 2451TH A Photo / Therm. B401B / B406B / B110LP / 
B116LP

A 120

System Sensor 2851DH A Photo DH2851DC A 120
System Sensor 2100/D/S A Photoelectric N/A N/A 100
System Sensor 2100T/D/S A Photoelectric N/A N/A 100
System Sensor DH100P A Photoelectric N/A N/A 120
System Sensor DH100LP A Photoelectric N/A N/A 120
System Sensor 2WTA-B A Photoelectric N/A N/A 100
System Sensor 2WTAR-B A Photoelectric N/A N/A 100

Model Detector
ID

Detector
Type

Base
Model

Base
ID

Standby
Current (uA)
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System Sensor
 

Model Number Base
Model

Flex 402
Flex 404
GF505
GF510

GF506D
GF506R

Flex 405
FC-5C

FC-10C

 2W-B N/A 16 N/A

 2WT-B N/A 16 N/A

2WTA-B N/A 1 N/A

2WTA-RB N/A 1 N/A

1100/D N/A 20 20

1151 B401 / B110LP / 
B116LP

16/16/1 16 / 16 / 1

1400 N/A 20 20

1451 B401B / B406B
B110LP / B116LP

16 / 1
16 / 1

16 / 1
16 / 1

1451DH DH-400 16 16

1851DH DH1851DC 16 16

2100/D/S N/A 16 16

2100T/D/S N/A 16 16

2151 B401/B110LP/B11
6LP

16/16/1 16 / 16 / 1

2300T N/A 16 16

2400 N/A 16 16

2400AIT N/A 1 1

2400AT N/A 1 1

2400TH N/A 16 16

2451 B401B / B406B
B110LP / B116LP

16 / 1
16 / 1

16 / 1
16 / 1

2451 DH-400 16 16

2451TH B401B / B406B
B110LP / B116LP

16 / 1
16 / 1

16 / 1
16 / 1

2851DH DH2851DC 16 16

DH100P N/A 16 20

DH100LP N/A 16 16
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Gamewell
 

Apollo Fire Detectors Limited

Detector
Model Number

Base
Model Number

Flex 402
Flex 404
Flex 405
GF505
GF510

GF506D
GF506R

Gamewell 71033 71036
 71086

71086-Low
71086-Green/71086-

Red
 71393

15
15
15
15
15
1

Gamewell 71034 71036
 71086

71086-Low
71086-Green
71086-Red

 71393

20
20
20
20
20
1

Gamewell 71443 71036
 71086

71086-Low
71086-Green
71086-Red

 71393

10
10
10
9
9
1

Gamewell 71035
Gamewell 71035-160
Gamewell 71035-210

71036
 71086

71086-Low
71086-Green
71086-Red

 71393

35
35
35
22
22
1

Detector
Model Number

Base
Model Number

Flex 402
Flex 404
Flex 405
GF505
GF510

GF506D
GF506R
FC-5C

FC-10C

Apollo 55000-138 45681-200/-220/-230/
-231/-232/-251/-252/

-227-255/-256/

22
22
1

Apollo 55000-139 45681-200/-220/-230/
-231/-232/-251/-252/

-227-255/-256/

22
22
1

Apollo 55000-140 45681-200/-220/-230/
-231/-232/-251/-252/

-227-255/-256/

22
22
1

Apollo 55000-141 45681-200/-220/-230/
-231/-232/-251/-252/

-227-255/-256/

22
22
1

Apollo 55000-142 45681-200/-220/-230/
-231/-232/-251/-252/

-227-255/-256/

22
22
1
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Four-Wire Smoke Detectors/Devices
     

Apollo 55000-143 45681-200/-220/-230/
-231/-232/-251/-252/

-227-255/-256/

22
22
1

Apollo 55000-144 45681-200/-220/-230/
-231/-232/-251/-252/

-227-255/-256/

22
22
1

Apollo 55000-145 45681-200/-220/-230/
-231/-232/-251/-252/

-227-255/-256/

22
22
1

Apollo 55000-146 45681-200/-220/-230/
-231/-232/-251/-252/

-227-255/-256/

22
22
1

Apollo 55000-225 45681-200/-220/-230/
-231/-232/-251/-252/

-227-255/-256/

20
20
1

Apollo 55000-226 45681-200/-220/-230/
-231/-232/-251/-252/

-227-255/-256/

20
20
1

Apollo 55000-227 45681-200/-220/-230/
-231/-232/-251/-252/

-227-255/-256/

20
20
1

Apollo 55000-325 45681-200/-220/-230/
-231/-232/-251/-252/

-227-255/-256/

15
15
1

Apollo 55000-326 45681-200/-220/-230/
-231/-232/-251/-252/

-227-255/-256/

15
15
1

Apollo 55000-327 45681-200/-220/-230/
-231/-232/-251/-252/

-227-255/-256/

15
15
1

Apollo 55000-328 45681-200/-220/-230/
-231/-232/-251/-252/

-227-255/-256/

15
15
1

Smoke Detector/Base Detector Type Max Standby 
Current (mA)

Alarm Current 
(mA)

Fenwal CPD-7021 (w/70-201000-005 Base) Ionization 0.10 *

Fenwal PSD-7125 Photoelectric 0.10 *

Fenwal PSD-7126 (w/70-201000-005 Base) Photoelectric 0.10 *

Gentex 824 Photoelectric 0.50 *

Gentex 824T Photoelectric 0.50 *

Gentex 824CP Photoelectric 0.50 *

Gentex 824CPT Photoelectric 0.50 *

Hochiki HSC-4R Base * *

Hochiki SPB-24 Projected Beam 0.25 *

System Sensor B112LP Base 0.12 36
System Sensor B114LP Base * *

System Sensor B404B Base * *

Detector
Model Number

Base
Model Number

Flex 402
Flex 404
Flex 405
GF505
GF510

GF506D
GF506R
FC-5C

FC-10C
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Notification Appliances
Control panels with Notification circuits supplied by Special Application power must use appliances listed in this table.

• Refer to the manufacturer’s installation instructions for more information.
• Contact the manufacturer for current draws or additional options.

System Sensor - 24VDC
Use only 24VDC devices with 24 volt control panels.         

System Sensor DH100ACDC Photoelectric 0.15 0.70
System Sensor DH100ACDCLP Photoelectric 0.15 0.70
System Sensor DH100ACDCLWP Photoelectric 0.15 0.70
System Sensor DH400ACDCI Ionization Duct 25 95
System Sensor DH400ACDCP Photoelectric Duct 25 95
System Sensor 1112/24/D Ionization 0.05 50
System Sensor 1424 Ionization 0.10 41
System Sensor 1451 (w/ B402B/B112LP Base) Ionization 0.10 39
System Sensor 2112/24ATR Photoelectric 0.50 60/70
System Sensor 2112/24AITR Photoelectric 0.50 60/70
System Sensor 2112/24/D Photoelectric 0.05 50
System Sensor 2112/24R Photoelectric 0.50 60/70
System Sensor 2112/24TR Photoelectric 0.50 60/70
System Sensor 2112/24T/D Photoelectric w/135° Thermal 0.05 50
System Sensor 2112/24TSRB Photoelectric w/135° Thermal 

Supervisory Relay
15 45

System Sensor 2312/24TB Photoelectric 0.12 50
System Sensor 2424 Photoelectric 0.10 41
System Sensor 2424TH Photoelectric 0.10 41
System Sensor 2451 Photoelectric 0.10 39
System Sensor 2451TH (with B402B/B112LP Base) Photoelectric 0.10 39
System Sensor 2W-MOD Loop Test/Maintence Mod. 30 50
System Sensor 4W-B (24 Volt) Photoelectric I3 .05 23
System Sensor4WT-B (24 Volt) Photoelectric I3 w/Therm .05 23
System Sensor 4WTA-B (24 Volt) I3 Photo w/ Therm/Sounder .05 35
System Sensor 4WTR-B (24 Volt)  I3 Photo w/ Therm/Relay .05 35
System Sensor 4WTAR-B (24 Volt)  I3 Photo w/ 

Therm/Sounder/Relay
.05 50

System Sensor 4WITAR-B (24 Volt) I3 Photo w/ 
IsolatedTherm/Sounder/Relay

.05 50

System Sensor 2W-MOD2 I3  Loop Test/Maintence Mod. .05 *

System Sensor RRS-MOD  I3 Reversing Relay/Sync Module .05 *

System Sensor 6424 Projected Beam 10 28.4
System Sensor Beam 1224(S) Projected Beam 17 38.5
System Sensor OSI-R-SS Conventional Beam 50* 54*

* Contact manufacturer for current draws

MODEL NUMBER & NOMENCLATURE (System Sensor)

CH12/24 Electronic Chime/Sounder
CH2415, CH241575, CH2475, CH24110 SpectrAlert Chime with Strobe

Smoke Detector/Base Detector Type Max Standby 
Current (mA)

Alarm Current 
(mA)
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System Sensor SpectrAlert Advance
System Sensor Spectralert Advance chimes, chime strobes, horns, horn strobes, and strobes base models: CHR, CHW, CHSR, CHSW, 
HR, HW, MDL3R, MDL3W, P2R, P2W, P2RH, P2WH, P4R, P4W, P4RH, P4WH, PC2R, PC2W, PC2RH, PC2WH, PC4R, PC4W, 
PC4RH, PC4WH, SCR, SCW, SCRH, SCWH, SR, SW, SRH, SWH, SW-ALERT, SWH-ALERT, MHR, MHW followed by suffixes 
denoting application (K=outdoor), market and / or markings (P=Plain, SP=Spanish, FR=French, B=Bi-lingual and  PG=Portugese).

System Sensor Spectralert Advance speakers and speaker strobes base models: SEP-SW, SEP-SPSW, SPR, SPW, SPRV, SPWV, SPSR, 
SPSR-P, SPSW, SPSW-P, SPSW-ALERT, SPSW-CLR-ALERT, SPSRH, SPSRH-P, SPSWH, SWSWH-P SPSRV, SPSWV, SPCR, 
SPCW, SPCRV, SPCWV, SPSCR, SPSCW, SPSCW-CLR-ALERT, SPSCW-P, SPSCRH, SPSCWH, SPSCWH-P, SPSCRV, SPSCWV, 
SPSCRVH and SPSCWVH followed by suffixes denoting application (K=outdoor), market and/ or markings (P=Plain, SP=Spanish, 
FR=French, B=Bi-lingual and PG=Portugese). 

    

MA-12/24D Electronic Sounder
MA12/24EH Multi Alert Horn with Mechanical Tone
MAEH24LO, MAEH24LOC, MAEH24LOLA, MAEH24M, MAEH24MC, MAEH2415ADA, MAEH2475ADA, 
MAEH241575ADA, MAEH24110ADA, MAEH2415ADAS, MAEH241575ADAS Multi Alert Horn with 
Mechanical Tone/Strobe
MASS24D, MASS24LO, MASS24M Electronic Sounder/Strobe
MASS24LOC, MASS24MC Electronic Ceiling Sounder/Strobe
MASS24LOLA Electronic Sounder/Strobe with Fuego lens
MASS2415ADA, MASS2475ADA, MASS24110ADA, MASS241575ADA Sounder/Signaling Strobe
MASS2415ADAS, MASS241575ADAS Sounder/Signaling Strobe w/ Synch. Ckt.
MDL / MDLW Sync Modules for use with SpectraAlert series
P2415, P241575, P2430, P2475, P24110 SpectrAlert Horn/Strobe
PA400R, PA400W, PA400B Sounder
PC24115, PC24177 SpectrAlert Ceiling Mount Horn/Strobe
PS24LO Add-on Strobe
RP2415ADA, RP241575ADA, RP2475ADA, RP24110ADA Retrofit Strobe Plate
S2415, S241575, S2430, S2475, S24110 SpectrAlert Strobe
SC24115, SC24177 SpectrAlert Ceiling Mount Strobe
SP100W24LOC, SP100W24MC Ceiling Speaker/Strobe, 8" round grille
SP101R24LO, SP101R24M Speaker/Strobe, 5" square grille
SP2C24115, SP2C24177 SpectrAlert Ceiling Mount Speaker Strobe
SP2C2415, SP2C2430, SP2C2415/75, SP2C2475, SP2C24110 SpectrAlert Speaker Strobe
S1224MC, P1224MC, SP1224MC  SpectrAlert Strobe
SS24, SS24LO, SS24M, Strobe
SSM24-6, SSM24-8, SSM24-10 Alarm Bell
SS24LOC, SS24LOBC(beige), SS24MC Ceiling Strobe 
SS2415ADA, SS2475ADA, SS24110ADA, SS241575ADA Signaling Strobe
SS2415ADAS, SS241575ADAS Signaling Strobe with Synch. Circuit
V4R2415ADA, V4R2475ADA, V4R24110ADA, V4R241575ADA Speaker/Signaling Strobe
SPH-15R, SC2415, SC241575, SC2430, SC2475, SC2495, PC2415, PC242575, PC2430, PC2475
PC2495, SP2C2415, SP2C242575, SP2C495

UL 864 8th Edition
(All UL 864 8th Edition must use MDL Module) UL 864 9th Edition

FC-5C, FC-10C (2 amps max per circuit) Flex 402, Flex 404
Flex 405 GF505, GF510
IF-602 Series and FF8 = (CLASS B ONLY) GF506D, GF506R

MODEL NUMBER & NOMENCLATURE (System Sensor)
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System Sensor L Series
System Sensor L Series chimes, chime strobes, horns, horn strobes, and strobes base models: P2RL, P2WL, PC2RL, PC2WL, P4RL, 
P4WL, PC4RL, PC4WL, SRL, SWL, SWL-CLR-ALERT, SWL-ALERT, SCRL, SCWL, SCWL-TILE, SCWL-CLR-ALERT, HWL, 
HRL, CHWL, CHRL, CHSRL, CHSWL, CHCSRL, CHCSWL, P2GRL, P2GWL, SGRL SGWL, HGRL, HGWL followed by suffixes 
denoting market and / or markings (P=Plain, SP=Spanish, F=French, and E=English).

System Sensor L Series chimes, chime strobes, horns, horn strobes, and strobes base models for use in low frequency (UL 464) 
applications: HCRL-LF, HCWL-LF, HGRL-LF, HGWL-LF, HRL-LF, HWL-LF, PC2RL-LF, PC2WL-LF, P2RL-LF, P2WL-LF, .  

System Sensor L Series Expander Plates: SEP-SPSWL (Speaker strobe expander, amber lens, white) and SEP-SPSWL-P (Speaker 
Strobe Expander, White, Plain).

    

Gentex - 24VDC
Use only 24VDC devices with 24 volt control panels.         

Cooper-Wheelock - 24VDC
Use only 24VDC devices with 24 volt control panels.       

UL 864 8th Edition
(All UL 864 8th Edition must use MDL Module) UL 864 9th Edition

FC-5C, FC-10C (2 amps max per circuit) Flex 402, Flex 404
Flex 405 GF505, GF510
IF-602 Series and FF8 = (CLASS B ONLY) GF506D, GF506R

MODEL NUMBER & NOMENCLATURE (Gentex)

GEC-24-15, GEC-24-30, GEC-24-60, GEC-24-75, GEC-24-110, GEC-24-15/75W Horn/Strobe
GES-24-15, GES-24-30, GES-24-60, GES-24-75, GES-24-110, GES-24-15/75W Strobe
GMH-24 Electro-Mechanical Horn
GMS-24-15, GMS-24-15-1, GMS-24-110, GMS-24-110-1, GMS-24-1575-1, GMS-24-3075, GMS24-30W, 
GMS24-60W Electro-Mechanical Horn with Strobe
GOT-24 Multi-Tone Horn
GOS-24-15-1, GOS-24-110-1, GOS-24-1575-1, GOS-24-3075-1 Multi-Tone Horn/Strobe
GXS-4RH, GXS-4BH, GXS-4RL, GXS-4BL Strobes
GXS-4-15, GXS-4-15-1, GXS-4-1575, GXS-4-30, GXS-4-60, GXS-4-110, GXS-4-110-1, GXS-4-3075 Strobe
GX-90-4 Horn
GX-90S-4BH, GX-90S-4BL, GX-90S-4RL, GX-90S-4RH, GX-90S-4-15, GX-90S-4-15-1, GX-90S-4-110, 
GX-90S-4-110-1, GX-90S-4-1575 Horn with Strobe
HG124 Electronic Horn
HS24-15, HS24-15/75, HS24-30, HS24-60, HS24-110, HS24-110W, HS24-75W, HS24-60W, HS24-30W,  Multi-
Tone Horn/Strobe
SHG-24L, SHG-24H, SHG24-15, SHG24-15-1, SHG 24-60, SHG24-110, SHG24-110-1, SHG24-1575, SHG24-30, 
SHG24-60, SHG24-3075 Electronic Horn with Strobe
SPK4-15, SPK4-15-1, SPK4-1575, SPK4-110, SPK4-110-1, SPK4-24-3075 Speaker with Strobe
SPK8-15, SPK8-15-1, SPK8-1575, SPK8-110, SPK8-110-1B, SPK8-24-3075 Speaker with Strobe
SPKE4, SPKE4-15-1, SPKE4-15/75, SPKE4-15/75-C SPKE4-30/75, SPKE4-60, SPKE4-110-1, SPKE4-60W, 
SPKE4-30W Speaker with Strobe
SPKE8, SPKE8-15-1, SPKE8-15/75, SPKE8-15/75-C, SPKE8-30/75, SPKE8-60, SPKE8-110-1, SPKE8-1575W, 
SPKE8-30W Speaker with  Strobe
ST24-15, ST24-15/75, ST24-30, ST24-60, ST24-110, ST24-75W, ST24-110W, ST24-30W Strobe
WGMS-24-75 Weatherproof Electro-Mechanical Horn with Strobe

MODEL NUMBER & NOMENCLATURE (Cooper-Wheelock)

7002T-24 Horn with Strobe
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AES-DL1-WM-24-VF-R, AES-EL1-WM-24-VF-R Multi-Tone Signals
AES-DL1-LSM-24, AES-EL1-LSM-24 Horn Strobe
AH-24, AH-24WP Horn
AMT-12/24 Multi-Tone Horn
AMT-24-IS-VFR, AMT-24-LS-VFR, AMT-24-LSM-VFR, AMT-241575-FR Multi-Tone Horn Strobe
AS-2415, AS-2430, AS-2430C, AS-2475, AS-24110, AS-241575 Audible Strobe
AS-2415W, AS-2430W, AS-2475W, AS-24110W, AS-241575W Horn/Strobe
AS-24MCW-FR/FW, AS-24MCC-FR/FW Multi-Candela Appliance
ASWP-2475W-FR/FW Weatherproof Audible Strobe
CH-CF1-IS-24-CFW, CH-CF1-LS-24-CFW, CH-CF1-MS-24-CFW Chime 
CH-DF1-IS-24-VFR, CH-DF1-LS-24-VFR, CH-DF1-LSM-24-VFR, CH-DF1-MS-24-VFR Chime
CH70-24-R/W, CH90-24-R/W Chime
CH70-2415W, CH70-2430, CH70-2475, CH70-241575 Chime with Strobe
CH70-24MCW-FR/FW Multi-Candela Appliance
CH90-2475C, CH90-24100C Chime with Strobe
DSM-12/24 Dual Synchronization Module
EH-DL1-WM-24-VF-R, EH-EL1-WM-24-VF-R Electronic Horn Strobes
HSW-24-HFR, HSPW-24-HFR, HS2W-HFR Strobe
IS-24-VFR, IS1-24-VFR, IS3-24-VFR Strobe
ISP-24-VFR Strobe
LS-24-VFR, LS1-24-VFR, LS1M-24-VFR LS3-24-VFR, LS3M-24-VFR Strobe
LSM-24-VFR Strobe
LSP-24-HFR, LSPM-24-VFR Strobe
MB-G6-24-R Motor Bell, 6" gong
MB-G10-24-R Motor Bell, 10" gong
MBS-G6-24-R Motor Bell/Strobe, 6" gong
MBS-G10-24-R Motor Bell/Strobe, 10" gong
MIZ-24 Mini Piezo Horn
MIZ-24-HSW-HFR, MIZ-24-IS-VFR, MIZ-24-LS-VFR, MIZ-24-LSM-VFR, MIZ-24-MS-VFR,
MIZ-24-WM-VFR, MIZ-TC24-R, MIZ-TC24-W Mini-Horns Strobe
MS-24-VFR, MS1-24-VFR, MS3-24-VFR Strobe
MSP-24-HFR Strobe
MT-12/24-R MultiTone
MT-24-WM, MT-24-WM-VFR MultiTone Strobe 117cd
MT-24-IS-VFR, MT-24-LS-VFR, MT-24-LSM-VFR, MT-24-MS-VFR MultiTone Strobe
MT-24-SL-VFR, MT-24-SLM-VFR Multi-tone/Strobe
MT4-24-IS-VFR, MT4-24-LS-VFR, MT4-24-LSM-VFR, MT4-24-MS-VFR MultiTone Strobe
NS-2415W-FR, NS-2430W-FR, NS-2475W-FR, NS-24110W-FR, NS-241575W-FR Horn Strobe
NS4-2415W-FR, NS4-2430W-FR, NS4-2475W-FR, NS4-24110W-FR, NS4-241575W-FR, NS4-24MCW-
FR, NS-24MCW-FW, NS-24MCW-FR  Horn Strobe
RS-1230, RS-2415, RS-2430, RS-2475, RS-24110, RS-241575 Strobe
RS-2415W, RS-241575W Strobe
RSS-2415W, RSS-2415/75W, RSS-2430W, RSS-2475W, RSS-24110W Strobe
RSS-24MCW-FR/FW Strobe
RSS-2415-CR-FW,  RSS-2430-CR-FW, RSS-2475-CR-FW, RSS-24100-CR-FW Strobe
RSS-24150-CR-FW, RSS-24177-CR-FW Strobe
RSSP-24MCW-FR/FW strobe
RSSP-2415W, RSSP-2415/75W, RSSP-2430W, RSSP-24185W  Strobe
SCM-24-R Synchronized Controller Module
SHW-24-HFR, SH2W-24-HFR, SHPW-24-HFR Strobe
SL-24-VFR, SL1-24-VFR, SL3-24-VFR, SLP-24-VFR Strobe

MODEL NUMBER & NOMENCLATURE (Cooper-Wheelock)
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Cooper-Wheelock Exceder Series
HSR, HSW, STR, STW, HNR, HNW, HSRC, HSWC, STRC, STWC, HNRC, HNWC

Gamewell-FCI certifies the Exceder product line for sync compatibility based on documentation provided by Underwriters 
Laboratories.

Gamewell-FCI requires that the current draw data from legacy products (RSS, AS, NS, ZRS, and ZNS series) be used for the purpose of 
determining the number of devices allowed per circuit.

AmsecoCompatible with the following:

IF602/VE Series, IF602SS/VE Series, FireForce 8, GF505, GF510, GF506D, GF506R, HPF-PS6B, HPF-PS10B    

Faraday
Compatible with the following:

IF602/VE Series, IF602SS/VE Series, FireForce 8, GF505, GF510, GF506D, GF506R     

Quam-Nichols Speakers 

Automatic Water Control Valves (FM-Approved) For Preaction and Deluge Sprinkler Releasing 
Applications

(Section not recognized by UL)

GF506D

SLM-24-VFR, SL1M-24-VFR, SL3M-24-VFR, SLPM-24-VFR Strobe
SM-12/24 Synchronization Module
SR-2415, SR-241575 Synchronized Strobe
WMT-24-FR, WM1T-24-FR, WM3T-24-FR Strobes
AS-24MCC-FW, CH90-24-MCC-FW, E90-24MCC-FW, ET90-24MCC-FW, HS-24-R/W
MIZ-24S-R/W, RSS-24MCC-FW, NH-12/24R/W
ZNH-R, ZNH-W, ZNS-MCC-FR, ZNS-MCC-FW, ZNS-MCCH-FR, ZNS-MCCH-FW, ZNS-MCW-FR
ZNS-MCW-FW, ZNS-MCWH-FR, ZNS-MCWH-FW, ZRS-MCC-FR, ZRS-MCC-FW, ZRS-MCCH-FR
ZRS-MCCH-FW, ZRS-MCW-FR, ZRS-MCW-FW, ZRS-MCWH-FR, ZRS-MCWH-FW
AMT-241575W-FR , AMT-241575W-FW, AS-241575W-FR , AS-241575W-FW, CH90-24MCC-FR
CH90-24MCC-FW, CSX10-24-R, CSXG10-24-R, DSM-12/24-R, HS-24-R , HS-24-W
HS4-241575W-FR, HS4-241575W-FW,  HS4-24MCW-FR, HS4-24MCW-FW, HS4-24MCWH-FR 
HS4-24MCWH-FW, MT-24MCW-FR, MT-24MCW-FW,  MT4-115-R, MT4-115-W,
MT4-115-WH-VFR, MTWP-2475W-FR, MTWP-2475W-FW, NS-24MCW-FR, NS-24MCW-FW
RSS-121575W-FR, RSS-121575W-FW, RSS-241575W-FR, RSS-241575W-FW, RSS-2415C-FR  
RSS-2415C-FW, RSS-2475W-FR, RSS-2475W-FW , RSS-24MCC-FR, RSS-24MCC-FW,
RSS-24MCCH-FR , RSS-24MCCH-FW, RSS-24MCCHR-FR, RSS-24MCCHR-FW, RSS-24MCCR-FR
RSS-24MCCR-FW, RSSP-241575W-FR, RSSP-241575W-FW, RSSWP-2475W-FR, RSSWP-2475W-FW

SH24W-153075, SAD24-153075, SAD24-75110, SL24W-75110, SL24C-3075110, SLB24-75
RSD24-153075, RSD24-75110, SH24W-75110, SH24W-3075110, SHB24-75, 
SCM24W-153075, SCM24W-75110, SCM24C-3075110, SCM24C-177, H24WW, H24WR

2830, 2831, 2836, 2834, 2837

UL22/25, UL22/70

MODEL NUMBER & NOMENCLATURE (Cooper-Wheelock)
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Refer to the FM approval guide for automatic water control valves which are compatible with solenoids listed. 

Releasing Applications

GF506D, GF506R

Compatible Solenoids

Manufacturer Model Voltage Watts Amps NPS Orfice PSI

Solenoid Group A

Skinner LV2LBX25 24 VDC 11 458 mA 1/2” 5/8”

Solenoid Group B - These valves are interchangeable

ASCO T8210A107 24 VDC 16.8 700 mA 1/2” 5/8”

ASCO R8210A107 24 VDC 16.8 700 mA 1/2” 5/8”

ASCO 8210A107 24 VDC 16.8 700 mA 1/2” 5/8”

Solenoid Group C

Star Sprinkler Corp. p/n 5550 24 VDC part of Model D Deluge Valve

Solenoid Group D

ASCO 8210G207 24 VDC 10.6 440 mA 1/2” 1/2”

Solenoid Group E

Skinner 73218BN4UNLVNOC111C2 24 VDC 10.0 420 mA 1/2” 5/8”

Solenoid Group F

Skinner 73212BN4TNLVNOC322C2 24 VDC 22.0 0.92 1/2” 1/2” 250

Solenoid Group G

Skinner 71395SN2ENJ1NOH111C2 24 VDC 10.0 420 mA 1/4” 1/16” 250

Manufacturer Model Rated Current
DC Milliamps

Rated Voltage
DC Volts

Asco HV2740607 375 24
Asco HV2838521 375 24
Asco HV2740608 375 24

Barnbrook Systems EA45 200 24
Fireaway Stat-X 30E* 1000 24
Fireaway Stat-X 60E* 1000 24
Fireaway Stat-X 100E* 1000 24
Fireaway Stat-X 250E* 1000 24
Fireaway Stat-X 500E* 1000 24
Fireaway Stat-X 1000E* 1000 24
Fireaway Stat-X 1500E* 1000 24
Fireaway Stat-X 2500E* 1000 24

Honeywell / Skinner 701X7028 917 24
Kidde-Fenwal 890181 2000 24
Kidde-Fenwal 486500 290 24
Kidde-Fenwal 895630 2000 24
Kidde-Fenwal 897494 1500 24

Minimax 88 7363 1040 24
Minimax 88 5738 1040 24
Minimax 88 9323† 500 24
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Parker Hannifin 7321HBN4UZ01N0HZ10C2 410 24
Parker Hannifin 70610006‡ 417 24
Parker Hannifin 10610707** 417 24

Ceodeux Extinguisher 
Valves Technology S.A.

B04425146 500 24

Snap-Tite 2823A-2NB-A4F6 458 24
Snap-Tite 2823A-2NB-A4F5 917 12

TLX PA0337 500 24
TLX PA0036-A 600 24

Versa CGS-4232-NB3-S2 438 24
Victaulic 753E 364 24
Victaulic 767 364 24
Viking 11591 417 24
Viking 11595 417 24
Viking 11592NC 416 24
Viking 16360†† 500 24

* NAC circuits must be capable of sourcing 1A.
Series circuit only
Each canister must be connected to a protection device (Fireaway P/N 3005014).
Limit of 10 Canisters with protection devices per NAC
Canisters must be replaced after each activation event.
Canisters must be replaced after 10 yrs. in service.
Supervisory current must be below 5ma DC.

† Component of Models MX1230 and MX200 Engineered Clean Agent Extinguishing 
System Units

‡ Component of Chemetron, Model HFC-227ea Clean Agent Extinguishing System Unit
** Component of Chemetron, Argonite (IG-55) or Chemetron, Nitrogen (IG-100) 

Extinguishing System Units
†† Component of Models VK1230 and VK200 Engineered Clean Agent Extinguishing 

System Units
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Door Holders

Relays

PF24, PF24V Directional Sounder Compatibility

(Supplemental use Only)

UL 464 Directional Sounder, supplemental notification appliance. The directional sounder can be installed in systems using 24 Volt DC 
regulated power supplies only. It is not approved for use with FWR unregulated power supplies. Therefore, the following panels/power 
supplies are compatible:

• IF602/VE Series, IF602SS/VE Series, FireForce 8, GF505, GF510, GF506D, GF506R

MANUFACTURER MODEL TYPE Current 
(mA)

Edwards DH150A Floor Mount 96
Edwards DH154A Flush Mount 96
Edwards DH158A Surface Mount 96
Rixon Firemark FM-980 Floor Mount, single 68
Rixon Firemark FM-996 Surface Wiring 68
Rixon Firemark FM-998 Concealed Wiring 68

MANUFACTURER MODEL Current (mA)

Air Products & Controls, LTD MR-101/C
MR-201/C
PAM-1
PAM-2
PAM-SD

15
35
15
15
15

System Sensor A77-716B
PR-1
PR-2
PR-3
EOLR-1
R-10T
R-14T
R-20T
R-24T
R-10E
R-14E
R-20E
R-24E

20
15
30
30
30
23
23
40
40
23
23
40
40
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