
Audio Verification

User-Friendly Control

Wireless Devices

Wiegand 
badge reader

Door lock

Access Control

MX04
MAX badge reader

Exit button

(x2)

Maximum Capacity GD-48 GD-96 GD-264 GD-520

RIO or PSU RIO 4 10 31 63

MK7 or MK8 keypads 8 16 16 32

MK7 or MK8 Keyprox 3 7 7 24

Bus mounted prox readers 
(MAX) 4 16 16 32

DCMs (with 2 x Wiegand 
interfaces) 4 16 16 32

Controlled doors (by DCM) 8 32 32 64

RF Portal 4 8 8 8

Audio interface 1 1 1 1

Audio Mux 2 4 8 8

Audio channels with TP800 8 16 32 32

Ethernet module / GPRS 
module 1 1 1 1

Wireless peripherals range

Remote Programming
& Maintenance

R056-CD-L
Remote Servicing 
Suite (RSS)

GX Remote Control
Galaxy Mobile App

PSTN Line RS232 (serial Port)

8

Same as line 2

RS485 BUS

Audio MUX

(x4)

8 inputs

4 outputs

16

Line 1 Li
ne

 1

Li
ne

 2

(x2)

AUDIO BUS

2-way voice device

TP800

Li
ne

 3

Li
ne

 4

6

(Trigger cable to connect  
6 additional outputs)

C084

TP800
GD-520 A227

SPI key (Copies configuration)

Visit www.honeywell.com/security/uk/intruder for full details of the Galaxy Dimension range. 

GD-48

RS232 Cable

GD-96 / 264

TP800
A229

CP037 MK7 Keypad

CP038 MK7 Keypad 
or

CP050-00-01 MK8 Keypad

CP051-00-01 MK8 Keyprox

C079-2
Wireless expander module  
– RF Portal

Wired Zone Expanders
C079-2
RIO Expander module

IP/GPRS
Communications

Intelligent Power Supply

8 inputs

4 outputs

P026-01-B
Power RIO  
combines Power 
supply and RIO  
in one box

C080
DCM 

C081
DCM with PSU

E080-04
Ethernet module (x1)

GT-20
IP Module (x1)

GT-40
IP/GPRS module (x1)

P025-01-B
Intelligent PSU 2.75A, 
rated at 1.2A for Grade 3 
compliance

A234

Mobile Device 

Intruder Detection

DT8M /DTPI8M* 
DUAL TEC®

Motion sensor

IR8M/IRPI8M*
PIR

FG8M
Glass break 
sensor

SHK8M/ 
SHKC8M
Piezo shock 
sensor

DO800M-A
Door contact

DODT800GY-B
Door contact

Portable User Devices

TCPA2B
Panic button 
Compliant with 
BS8243:2010 
when configured 
in panic function

TCC8M 
Two-way key 
fob (Grade 2, 
PD6662:2010 
compliant)

TCPA1B 
Single button 
panic alarm 
key fob

Environmental & Life Safety 
Protection

DET8M
Flood &  
Temperature 
Sensor

DF8M
Smoke detector

CO8M
Carbon Monoxide 
Detector

Note: Peripherals compatible with Galaxy Flex,  
Galaxy Dimension  
(>V6.5) and G2 (>V1.5) 
* ‘PI’ indicates pet tolerant version

C084	 Audio Interface

C085	 Audio MUX

CP041 Galaxy® Dimension TouchCenter

CP042 Galaxy® Dimension TouchCenter Prox

Black tag: YX0-0004
(Keyprox and MAX)
Grey tag: YX0-0020
(Keyprox compatible only)

Card: YX0-0002
(Keyprox and MAX)

WIN-PAK for Galaxy
Galaxy User Manager

Galaxy® Dimension
Hybrid Intruder Systems for Larger Installations


