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MAXPRO NVR and MAXPRO VMS/Viewer Compatibility Matrix

The following table depicts the MAXPRO NVR and MAXPRO VMS/Viewer Compatibility
Matrix.

MAXPRO VMS

R310 5P1 B364 SP2 B215/221/223/224 4
NVR/ Hybrid V4.1 B 123 Rev B Supported 2% Supported

INVR/ Hybrid V4.0 B87 Rev H
FANVR/ Hybrid v3.5.1 5P1 B81
{°AINVR/ Hybrid V3.5 B74 Rev F
(=8| NVR/ Hybrid V3.1.1 §P1 B70 Rev
F NVR/ Hybrid V3.1 B65 Rev B/ Re
= Hybrid V3.0 BA5 Rev B Not Tested *
Not Tested
Supported Supported ¥ Not Tested
Supported * Supported Supported

Note
1.* - Manually install latest MAXPRO NVR 3.1 Rev C Driver for VMS/Viewer Server and Client Machines.
(500-00918V6-T5-C_MAXPRO_VMS _NVR_3.1_DRIVER.zip available on Honeywell Download Center).
The driver supports NVR/ Hybrid V3.1/V3.1 SP1 as a recorder and supports backward compatibility
which will enable coexistence of NVR V2.0 and above versions in the same VMS/Viewer system. If the
NVR version is 2.5 SP1 or later and VMS version is R300 SP2, you can install 3.5 driver on VMS R300
SP2.
Tip: If you have a VMS R300 SP2 B215 / VMS R300 SP1 B203 system with the MAXPRO NVR 3.1 Rev B
Driver (500-00918V6-T5-B_ MAXPRO_VMS NVR_3.1_DRIVER.exe) already installed and operational
with MAXPRO NVR V3.1 or earlier version, there is no change or update required for the driver to
integrate with MAXPRO NVR V3.1 SP1. .

2. *** . User needs to manually install MAXPRO NVR 3.5 Driver in VMS/ Viewer Server and Client
Machines (500-02294V2-T1-A_ MAXPRO_VMS_NVR_3.5_DRIVER.exe is available on Honeywell
Download Center). The driver supports NVR/ Hybrid V3.5, V3.1 SP1, V3.1, V3.0 & V2.5 SP1 as a
recorder; and supports backward compatibility which will enable coexistence of NVR V2.5.1 SP1 and
above versions in the same VMS/ Viewer system. If the VMS+NVR systems have NVR units with older
versions V2.0 or V2.5, need to upgrade their NVR units to V2.5 SP1 or later. The driver also supports
new 3.5 features on VMS client - 64 channels & HD Rendering when applied on R310 VMS Client and
only 64 Channels when applied on R300 SP2.

3. # - Qualified on R300 SP2 Build 215 & 224. Other builds 221,223 supported by design but not
tested.

4. $ Supported features same as NVR 3.5 Driver (64 Channels & HD Rendering). New NVR 4.0 features
like Multi Stream, SMART Motion Search etc are not supported.

5. ## - Failover Feature not support for Hybrid Box.
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MAXPRO VMS/Viewer and Pro-Watch Compatibility Matrix

The following table depicts the MAXPRO VMS/Viewer and Pro-Watch Compatibility Matrix:

Pro-Watch

Not Not Not Not Not Not Not Not
Tested Tested Tested Tested Tested Tested Tested Tested

R310 SP1 Not Not Not Not Not Not Not Not Not
B364 Tested Tested Tested Tested Tested Tested Tested Tested Tested

R310 Not Not Not Not Not Not Not Not Not Not Not
B370 Tested Tested Tested Tested Tested Tested Tested Tested Tested Tested Tested

R310 Not Not Not Not Not Not Not Not
B326 Tested Tested Tested Tested Tested Tested Tested Tested

R310 Not Not Not Not Not Not Not
B313 Tested Tested Tested Tested Tested Tested Tested

R300 SP2 Not Not Not Not Not Not Not Not Not Not Not
B224 Tested Tested Tested Tested Tested Tested Tested Tested Tested Tested Tested

R300 SP2 Not Not Not Not Not Not Not Not Not Not
B223 Tested Tested Tested Tested Tested Tested Tested Tested Tested Tested

R300 SP2 Not
B215 Tested

R300 SP1 Not Not Not Not Not Not Not Not Not
B203 Tested Tested Tested Tested Tested Tested Tested Tested Tested

Not Not Not
Tested Tested Tested

# - NVR 3.5 driver not tested (supported by design) with corresponding PW Versions +
VMS combination.

## - NVR 3.1driver not tested (supported by design) with corresponding PW Versions +
VMS combination.
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MAXPRO NVR and WIN-PAK Compatibility Matrix

MVR/ Hybrid V4.1123 Rev B

VR Hybrid V4.0 B87 RevE

The following table depicts the MAXPRO NVR and WIN-PAK Compatibility Matrix:

WIN-PAK (WP)

WP(543.1B1017.48"  |WP4.4B685.52  |WP4.1B674.8.1 [EMEAOnly] |WPCS4.381017.45 |WP4.0B73.1and® |WP3.38670.21,1.0 |WPCS4.281017.33 |WP 3.3 6670.2 WP 3.2 B670.16 | WP 3.0B670.14

Nioi Faspad ™ Nioi Taspad ™" Hiot Fagpad ™"

-3
E MVR/Hybrid V3.5.1 5P1 B31

Nt Tasped ™

MVR/ Hybrid V3.5 B74 Rev F

Hiot Fagad ™"

E MVR/ Hybrid V3.1.15P1 B70 Rev C

g MVR/ Hybrid V3.1 B&5 Rev B/ Rev C

Hybrid V3.0 B45 Rev B

Note

1.** - Upcoming Release.

2. # - Recorder Group deployment for more than 40 NVRs not
supported. Supports only 40 NVRs in a single WP-VMS system (same
as earlier releases).

3.* User needs to manually install MAXPRO NVR 3.1 Rev B Driver in
WP Server and Client Machines.
(500-00918V6-T5-B_MAXPRO_VMS_NVR_3.1_DRIVER.exe
available on WIN-PAK Installation DVDs). The driver supports NVR/
Hybrid V3.1/ V3.1 SP1 as a recorder; and Supports backward
compatibility which will enable coexistence of NVR V2.0 and above
versions in the same WP system. If the NVR version is 2.5 SP1 user
can install 3.5 driver on the WINPAK system.

4. *** User needs to manually install MAXPRO NVR 3.5 Driver in WP
Server and Client Machines (500-02294V2-T1-A_
MAXPRO_VMS_NVR_3.5_DRIVER.exe is available on Honeywell
Download Center). The driver supports NVR/ Hybrid V3.5, V3.1 SP1,
V3.1, V3.0 & V2.5 SP1 as a recorder and Supports backward
compatibility which will enable coexistence of NVR V2.5.1 SP1 and
above versions in the same WP system. If the WINPAK system has
NVR units with older versions V2.0 or V2.5, need to upgrade the NVR
units to V2.5 SP1 or later.

The driver also supports the new 3.5 feature on WINPAK client - 64
channels from NVR 3.5 units. However, HD Rendering which is part of
NVR 3.5, is not supported through the driver on WINPAK clients.
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