
CERTIFICATE OF CONSTANCY OF PERFORMANCE 

Certificate Nb: 1035-CPR-ES067290 

In compliance of the Regulation No 305/2011 of the European Parliament and of the 
Council of 9 March 2011 laying down harmonised conditions for the marketing of 
construction products, it has been stated that the product: 

MANUAL TRIGGERING AND STOP DEVICES 

TRADE MARK MODEL 

KAC ALARM CO. LTD. MCP3A-B 

KAC ALARM CO. LTD. MCP3A-Y 

KAC ALARM CO. LTD. WCP3A-B 

KAC ALARM CO. LTD. WCP3A-Y 

Placed in the market and produced by: KAC ALARM COMPANY LTD 

In its factory located in: KAC House, Thornhill Road, North Moons Moat, Redditch, B98 9ND, UK 

is submitted by the manufacturer to a Factory Production Control and that notified body 
Bureau Veritas Certification has performed the Initial Type Tests in an accredited 
laboratory and the Initial Inspection of the Factory and Factory Production Control, the 
evaluation of conformity and performs the continuous surveillance, assessment and 
approval of the Factory Production Control described in the standard: 

Standard: EN 12094-3:2003 

This certificate attests that all the relative requirements for the compliance of the 
conformity described in the annex ZA of the harmonized standard were applied, that the 
product fulfils all the prescribed requirements and it authorizes the manufacturer or its 
agent to fix the CE marking. 

This certificate remains valid while the conditions established in the harmonized standard 
or the production conditions of the factory or the same FPC have not changed 
significantly, until 2018-11-24. 

Place and date of first approval: Madrid, 2015-11-25 

Signed by: 

Bureau Veritas Iberia, S.L. 
Cl Valportillo Primera, n° 22-24 
Pol. Ind. de la Granja 28108, Alcobendas - Madrid 
Notified Body 1035 
Control Body accredited by ENAC with accreditation nb: OC-P/005 
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TECHNICAL ANNEX TO CERTIFICATE 1035-CPR-ES067290 

Date: November 25
1h

, 2015

Product code: 

Manual Triggering MCP3A-Y (yellow) Indoor use - MANUAL RELEASE/EXTINGUISHANT 

RELEASE 

Stop device MCP3A-B (blue) Indoor use - EMERGENCY STOP/EXTINGUISHANT ABORT 

Manual Triggering WCP3A-Y (yellow) Outdoor use - MANUAL RELEASE/EXTINGUISHANT 

RELEASE 

Stop device WCP3A-B (blue) Outdoor use - EMERGENCY STOP/EXTINGUISHANT ABORT 

• MCP3A-B[abc][d][e]-[fghi]-Uk]-C
• MCP3A-Y[abc][d][e]-[fghij-0k]-C

Where: 
• [abc] indicates electrical configuration
• [d] indicates mounting type: S = surface; F = flush; P = Pattress
• [e] indicates element type: F = Flexible; G = Glass
• [fghi] indicates customer reference
• Ok] indicates other information
• [CJ indicates Hinged Cover

• WCP3A-B[abc][d][e]-[fghi]-Ok]-C
• WCP3A-Y[abc][d][e]-[fghi]-Ok]-C

Where : 
• [abc] indicates electrical configuration
• [d] indicates mounting type: S = surface
• [e] indicates element type: F = Flexible; G = Glass
• [fghi] indicates customer reference
• Ok] indicates other information
• [CJ indicates Hinged Cover
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