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TCPA Keyfobs 

ÅErgonomic and compact design 

ÅMultiple accessories fitting all usages 

ÅWater resistance 

ÅLED to acknowledge successful command 

ÅBackward compatibility 
ïTCPA1B: 1-button -> emulation of TCM800HF (on Domonial) 

ïTCPA2B: 2-button -> emulation of TCBPA8M-1 (on Domonial) 

ïSee compatibility table for other panels 

ÅAdded value functions 
ïPanic Alarm, Drive of actuators, Arming/Disarming, Door bell (with 

upcoming new panel firmware) 

ïSupervision (with upcoming new panel firmware) 
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Wireless Keyfobs Range 
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Compatibility with other Panels 



Honeywell Proprietary 

Honeywell.com Ą 

5 

TCPA1B 
1-Button Panic Alarm Keyfob 

APPLICATIONS 

Å Panic/Hold-up alarm 

Å Life comfort 

Å User supervision 

 

 

BENEFITS 

Å Usable all time 

Å Simple to operate 

Å Well fitting design 

Å Long battery life 

 

 

KEY FEATURES 

Å Panic Alarm (default) 

Å Multi-wear accessories 

Å Water resistant IP67 

Å Supervised (upcoming) 

Å Status LED 

Å 4 years battery life 

Å Alpha, V2, Alpha Russia 

radio protocols 

Å Backward compatible 

Å Other optional modes: 
Å Home automation 

Å Doorbell (upcoming) 

Å User supervision (upcoming) 
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TCPA2B 
2-Button Panic Alarm Keyfob 

APPLICATIONS 

Å Panic/Hold-up alarm 

Å Life comfort 

Å User supervision 

 

 

BENEFITS 

Å Usable all time 

Å Simple to operate 

Å Well fitting design 

Å Long battery life 

 

 

KEY FEATURES 

Å Panic Alarm (default) 

Å Multi-wear accessories 

Å Water resistant IP67 

Å Supervised (upcoming) 

Å Status LED 

Å 4 years battery life 

Å Alpha, V2, Alpha Russia 

radio protocols 

Å Backward compatible 

Å Other optional modes: 
Å Home automation 

Å Setting/Unsetting 

Å User supervision (upcoming) 

 

Stickers 

included 
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Multi-wear Accessories Included 

Pendant 

Belt clip / Wall/Desk mount 

Keychain 

Wristband 
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Wall/Desk Mount of Bracket Accessory 

Possible hole 

positions for 

wall or desk 

mount 

Å Make a hole in the predefined hole positions. 

Å Use screws with a head thickness of less than 2mm 
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Enrolment on Domonial 

REGISTRATION PROCEDURE 

ÅFirst, set the panel to registration mode 

ÅTo start registration, press the keyfob button for 5 

seconds. The LED will start blinking. 

ÅThe keyfob will try to register with the following 

sequence of radio protocols: Alpha, V2, Alpha Russia 

ÅOn DomoPC 6.0 the keyfob are enroled with the 

« TCB800M » type. The new « TCPA1B » or 

« TCPA2B » type are supported starting from 

DomoPC 6.2 

ÅAfter the first registration, to enroll again the keyfob 

with a different panel remove and put the battery 

back before starting the registration procedure 
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TCPA1B Configuration 

CONFIGURATION VIA DOMOPC 

ÅSelect the wanted button behavior on the Alert column of the 

Keyfobs/Standard settings window for the registered keyfob  

ÅCurrent panels only offer Alert1/2/3 options. Other optional 

TCPA1B modes will be supported by upcoming panel SW 
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TCPA2B Configuration ï DomoPC 6.0 

CONFIGURATION VIA DOMOPC 6.0 

ÅSelect the wanted buttons behavior using the following 

Keyfobs settings: 
ÅLong push (2s) of both buttons Č Standard tab / Alert column 

 

 

 
ÅRight button Č Advanced tab / «Ctrl+Part Arm» column 

ÅLeft button Č Advanced tab / «Ctrl+Arm» column 

ÅShort push (300ms) of both buttons Č Advanced tab / «Ctrl+Disarm» column 

 

 

ÅCurrent panels only offer some options. Other optional 

TCPA2B modes will be supported by upcoming panel SW 
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TCPA2B Configuration ï DomoPC 6.2 

CONFIGURATION VIA DOMOPC 6.2 

ÅSelect the wanted buttons behavior using the 

following settings in the Keyfobs Advanced tab: 
ÅShort push (300ms) of both buttons Č Short double push 

ÅLong push (2s) of both buttons Č Long double push 

ÅRight button 

ÅLeft button 

 

 

 

ÅCurrent panels only offer some options. Other 

optional TCPA2B modes will be supported by 

upcoming panel SW 
 


