
 
 

Frequently Asked Questions 
 
 
Q1: Why develop the NEW AirCore front D-ring line of Miller harnesses? 
A1: The AirCore front D-ring harness has been developed to provide our customers with a harness that 

includes a front D-ring option specifically designed for use in a variety of climbing, confined space and 
rescue applications. 

 
Q2: What are the key features and benefits of the Miller AirCore front D-ring Harness?? 
A2:   

• A smaller front D-ring, compared to similar competitive harnesses on the market, decreases weight 
and increases work area efficiency. 

• An improved cam buckle design that is lightweight, lower profile and easy to operate.  
 
Q3: Is the AirCore front D-ring harness available with steel and aluminum hardware? 
A3: Yes, the AirCore front D-ring harness is available in both steel and in lightweight aluminum hardware. 
 
Q4: How many models and variations are available? 
A4: All Miller AirCore harnesses (for both steel and aluminum) are now available with a front D-ring with the 

exception of the ACMB-TB/UGN and ACMB-TB-BDP/UGN (Mating buckle chest strap options).  
 
Below is a list of all available AirCore harnesses with front D-rings:   
 

AirCore Front D-Ring Harnesses with Steel Hardware 

Model No. Size Front  
D-Ring 

Back  
D-Ring 

Side  
D-Ring 

Chest 
Strap Leg Strap Lumbar 

Pad 
Removable 

Belt *Weight 

ACF-TBUG 

Universal 
(L/XL) Yes Yes 

No 

Quick-
Connect 

Tongue No No 4.1 lbs. (1.86 kg) 
ACF-QCUG No Quick-Connect No No 4.1 lbs. (1.86 kg) 
ACF-TBDUG Yes Tongue No No 4.8 lbs. (2.18 kg) 
ACF-QCDUG Yes Quick-Connect No No 4.8 lbs. (2.18 kg) 
ACF-TBBDPUG Yes Tongue Yes Yes 6.2 lbs. (2.81 kg) 
ACF-QCBDPUG Yes Quick-Connect Yes Yes 6.2 lbs. (2.81 kg) 
          

AirCore Front D-Ring Harnesses with Aluminum Hardware 

Model No. Size Front  
D-Ring 

Back  
D-Ring 

Side  
D-Ring 

Chest 
Strap Leg Strap Lumbar 

Pad 
Removable 

Belt *Weight 

AAF-TBUG 

Universal 
(L/XL) Yes Yes 

No 

Quick-
Connect 

Tongue No No 3.6 lbs. (1.63 kg) 
AAF-QCUG No Quick-Connect No No 3.6 lbs. (1.63 kg) 
AAF-TBDUG Yes Tongue No No 4.0 lbs. (1.81 kg) 
AAF-QCDUG Yes Quick-Connect No No 4.0 lbs. (1.81 kg) 
AAF-TBBDPUG Yes Tongue Yes Yes 5.4 lbs. (2.45 kg) 
AAF-QCBDPUG Yes Quick-Connect Yes Yes 5.4 lbs. (2.45 kg) 
 
*Model numbers listed are for universal size. Harnesses are also available in small/medium and XXlarge by replacing the “U” in the model number 
with “SM” or “23X”. To order a blue harness, simply replace the “G” in the model number with “B” (ex. AAF-QCUB). 
 
 



 
Q5: What are the available sizes for the AirCore front D-ring harness? 
A5: The AirCore front D-ring harness is available in Small/Medium, Universal (L/XL) and XXL/XXXL. In 

most cases, the AirCore harness is listed showing the Universal size. To order a different size, replace  
the “U” in the model number with “SM” (small/medium) or “23X”  (XXL/XXXL) Example: AAF-TBSM or 
AAF-TB23X 

 
Q6: Does the new AirCore front D-ring harness meet all safety regulations and requirements? 
A6: Yes, the AirCore front D-ring harness meets OSHA 1926.502, ANSI A10.32, ANSI Z359.1 and CSA 

Z259.10-12 requirements. 
 
Q7: How do I place an order for the Miller AirCore Front D-ring Harness? 
A7: All orders can be placed through Honeywell Customer Care: 

• (US) 800-430-5490  
• (Canada) 888-212-7233 

 
Q8: Additional questions/information? 
A8: For additional information, please contact Honeywell Technical Service at 800-873-5242. 
 


