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Honeywell Analytics is pleased to announce the release of Vertex Application Software 1.25.14 
for the Vertex™ System. This release is based on the previous Vertex Application Software 
1.25.13 and is intended for Vertex systems with Windows XP® and Windows® 7 Operating 
Systems.  This release is not a “Mandatory” release and should be applied if a listed change 
“Improvement” may address an experienced issue.   
 
The Vertex Application Software package includes the following software/firmware versions: 
 

 Vertex HMI Software 1.25.14 
o Configuration Utility 1.01.23 

 Analyzer Firmware 1.26 
 Closed Loop Optics (CLO) Block Firmware 10.11 

 
All parts of the Vertex™ System must be updated accordingly for proper operation. 
  
Changes: 
 

 Improvement – ALDE debris rejection improvement to prevent false alarm events.  
ALDE exclusion algorithm was extended to included gas detection range that it was not 
previously applied to reject possible debris.  This exclusion algorithm is always open for 
opportunities for improvement as more field data is provided for evaluation and to 
develop test cases for real world events. 
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This improvement was intended for the non-CLO blocks in the previous release but is 
now user configurable for CLO blocks in this release. 

  
 
Enabling this feature may cause detection delay as high 10 seconds and extremely high 
concentration of gas may not be detected reliably. 
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 Enhancement – User configurable wider Lower Detectable Limit (LDL).  LDL can be set 

up to 1 Threshold Limit Value (TLV) instead of the default ½ TLV. The wider LDL allows 
for wider monitoring readings, this does not impact performance or function of the 
Vertex™ System. 
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Find out more: 

www.honeywellanalytics.com 

www.raesystems.com 

 
Contact Honeywell Analytics: 

 
Europe, Middle East, Africa 

Life Safety Distribution GmbH 
Javastrasse 2 
8604 Hegnau 

Switzerland 
Tel: +41 (0)44 943 4300 
Fax: +41 (0)44 943 4398 

gasdetection@honeywell.com 
Customer Service: 

Tel: 00800 333 222 44 (Freephone number) 
Tel: +41 44 943 4380 (Alternative number) 

Fax: 00800 333 222 55 
Middle East Tel: +971 4 450 5800 (Fixed Gas Detection) 

Middle East Tel: +971 4 450 5852 (Portable Gas Detection) 

 
Americas 

Honeywell Analytics Distribution Inc. 
405 Barclay Blvd. 

Lincolnshire, IL 60069 
USA 

Tel: +1 847 955 8200 
Toll free: +1 800 538 0363 

Fax: +1 847 955 8210 
detectgas@honeywell.com 

 
RAE Systems by Honeywell 

Phone: 408.952.8200 
Toll Free: 1.888.723.4800 

Fax: 408.952.8480 
 

Asia Pacific 
Honeywell Industrial Safety 

7F SangAm IT Tower, 
434, Worldcupbuk-ro, Mapo-gu, 

Seoul 03922,  
Korea 

Tel: +82 (0) 2 6909 0300 
Fax: +82 (0) 2 2025 0328 

India Tel: +91 124 4752700 
China Tel: +86 10 5885 8788 3000 

analytics.ap@honeywell.com 
Technical Services 

EMEA: HAexpert@honeywell.com 
US: ha.us.service@honeywell.com 
AP: ha.ap.service@honeywell.com 

 
 

Technical Services 
ha.us.service@honeywell.com 

 
While every effort has been made to ensure accuracy in this publication, no responsibility can be accepted for errors or omissions. 

Data may change, as well as legislation, and you are strongly advised to obtain copies of the most recently issued regulations, standards and guidelines. 
This publication is not intended to form the basis of a contract and the company reserves the right to amend the design and specification without notice. 


