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12 cal/cm? Weight Balancing Face Shield

with PrismShield
Technical Information Sheet

AS1200 face shields with PrismShield are
intended to provide protection against the
heat and blast release in an arc flash
event. Users are recommended to wear a
protective balaclava and safety glasses
underneath the face shield. The AS1200
face shields are recommended for areas
rated 12 cal/cm? or lower

PART NUMBERS AS1200-SPL

Orange Chin Guards
e AS1200-SPL: 12 cal/cm? Face shield
e AS1200U-SPL: 12 cal/cm? Face Shield with universal fit bracket
e AS1200FB-SPL: 12 cal/cm? Face Shield with full brim bracket

Transparent PrismShield Chin Guards
e AS1200CLR-SPL: 12 cal/cm? Face shield
e AS1200U-CLR-SPL: 12 cal/cm? Face Shield with universal fit bracket
e AS1200FB-CLR-SPL: 12 cal/cm?2 Face Shield with full brim bracket

STANDARDS INFORMATION

AGENCY SPECIFICATION

STANDARD TEST METHOD FOR DETERMINING THE ARC RATING AND STANDARD

AL SPECIFICATION FOR EYE OR FACE PROTECTIVE PRODUCTS

OCCUPATIONAL AND EDUCATIONAL PERSONAL EYE AND FACE PROTECTION

ANSI Z87.1 DEVICES

NFPA 70E STANDARD FOR ELECTRICAL SAFETY IN THE WORKPLACE®



TECHNICAL DATA

MATERIALS INFORMATION

PHYSICAL SPECIFICATIONS

LENS THICKNESS 0.06”
pe e
HEIGHT 10.0”
e |
WIDTH (REGULAR, UNIVERSAL FIT) 11.5”
sl e
FLASH LIGHT ATTACHEMENT SLOTS 2
LENS COLOR BRONZE
e eweswane |
SPECIALTY COATING ANTI-FOG, ANTI-SCRATCH

ACCESSORIES & SPARE PARTS

ACCESSORY & SPARE PART ORDERING INFORMATION

PART NUMBER ITEM DESCRIPTION

For more information
www.salisburybyhoneywell.com
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