
Translation

Equipment intended for use in potentially explosive atmospheres
Directive 20141341EU
Device with a measuring function for explosion protection
Directive 20141341EU

EU-Type Examination Certificate Number: BVS 03 ATEX G 016 X

Product: Searchpoint Optima Plus with optional HART@ i

Searchpoint Optima Z with optional HART@ interface
Searchpoint Optima X with optional HART@ i

Manufacturer: Honeywell Analytics Ltd

Address: Poole, Dorset, BH17 0RZ, United

This supplementary certificate extends EU-
apply to products designed and co
the said certificate but having any
documents therein referred to.

8 DEKRA Testing and
Directive 201 4l34lEU of
that this product has
to the design and
in Annex ll to the
The examination
NXVlll and 41

I The Essential Health
protection are

EN 60079-29-1:2016
EN 50271:2018

EU-Type Exami nation Certificate
Supplement 12
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'10 lf the sign "X" is placed after
Conditions for Use specified in the ap

11 This EU-Type Examination Certificate relates
product. Further requirements of the Directive is
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product. These are not covered by this certificate.

The marking of the product shall include the following:

see Baseefa 13ATEX0296X

DEKRA Testing and Certification GmbH
Bochum, 2021-09-21

Siqned: Kilisch
Managing Director
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13 Appendix

14 EU-Type Examination Certificate

BVS 03 ATEX G 016 X
Supplement 12

15 Product description

15.'1 Subject and type

Gas detection transmitter Searchpoint Optima Plus with optional HART@ interface
Gas detection transmitter Searchpoint optima Z with optional HART@ interface
Gas detection transmitter Searchpoint optima X with optional HART@ interface

15.2 Description

Reason for the supplement:
Hard- and software changes, new junction boxes, retesting
EN 5027'1 :2018

The gas detection transmitters Searchpoint Optima
Optima Zwilh optional HART@ interface and S
fixed equipment for the measurement of
transmitters are connected to a co
gas concentration is based on the

'15.3 Parameters

see EU-type examin ati

15.4 Measuring functign,

This EU{ype

Transmitter
optional HART@ i

version 7V2

for transmitter Search
measurement of metha
butanone, cyclohexan
toluene, o-xylene, mineral ril
dimethyl ether, 1-et
% LEL and for propane in the

o/o

spirit 60/95 and o-xylene in the measuring range 0 to 80 % LEL

for transmitter Searchpoint Optima X with optional HART@ interface:
measurement of propane in the measuring range 0 % LEL to 100 % LEL

use of the following outputs for safety relevant purposes:
- 4-20 mA output for measured values
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use of the following accessories:
- Honeywell Analytics junction box (part no. 00780-4-0100)
- Junction box adaptor plate (part-no. 04200-4-1040)
- Junction box OELD (part no. OELDBXXXXXyDMAz or OE LDBXXXXXyEMAY with y=4 or 5

z=X or L)with regard to the use for configuration, co
transmitter with software versions 6V5, 7V1 or 7V2

- OELD app (version 3.0.0)
- Standard weather protection (part no. 210880276)
- dust barrier (part no. 210880259)
- calibration cap (part no.210880272)
- flow housing (part no. 21088,0282)

mmissioning, test and maintenanCe of

- HART-|nterface with regard to the use for configuration, commissioning, test and maintenance
of the transmitter

The EUtype examination includes the following deviations from the operating
EN 60079-29-1:

required by

- Extended range of at the test Unpowered Storage: -40 'C to +65 'C
- Extended range of temperature at operation: -40 "C to +65 'C
- Extended range of humidity of the measured gas: 0 % RH to 95 %

16 Test reports

PFG-no. 41300406P NXV|ll of 2210712021
PFG-no. 41300406P NXIX of 2110912021

17 Special Gonditions for Use

- see EUtype examination
The parameter "warn
Searchpoint Optima
The Modbus-inte
Do not use the li
Do not use the
After co
shall be read
Perform a cali
"ACAL" (menu's
Set the dead

18 Essential Health and

The Essential Health and
protection are covered by the

19 D

D

rawings and Documents

listed inand documents arerawi
We confirm the correctness of the translation from
ln the case of arbitration only the German wording

DEKRA Testing and Certification GmbH
Bochum, dated 2021 -09-21

I

shall be valid and bindi

I

( onrg,.".

Managing Director
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Gerät zur bestimmungsgemäßen Verurrendung in explosionsgefährdeten Bereichen
Richtlinie 20141341EU
Gerät mit einer Messfunktion für den Explosionsschutz
Richtlinie 20141341EU

Nr. der EU-Baumusterprüfbescheinigung: BVS 03 ATEX G 016 X

Produkt:
Searchpoint Optima Z mit optionaler HART@ Sch
Searchpoint Optima X mit optionaler HART@ Schn

Hersteller Honeywell Analytics Ltd.

Anschrift Poole, Dorset, BH17 ORZ, Vereinigtes

Dieser Nachtrag erweitert die EU-Baum
Produkte, die gemäß der Spezifikation in der
konstruiert wurden. Die Ergänzungen sind
Dokumentation festgelegt.

3

4 Searchpoint Optima Plus mit optionaler HART@ Schnittstelle

5

6

7

8 Die Zertifizierungsstelle der
Artikel 17 der Richtlinie
26. Februar 2014,
Sicherheitsanforderu
Verwendung in expl
Die Ergebnisse der
41300406P NXIX

Die wesentlichen Gesund
Explosionsschutz

EN 60079-29-1:2016
EN 50271:2018

10 Falls das Zeichen ,,X" hinter
Bescheinigung auf besondere

9

11 Diese EU-Baumusterprüfbescheini
Produkte
Für den Herstel lungsprozess und die Abgabe der
zu erfüllen, die nicht durch diese Bescheinigung

12 Die Kennzeichnung des Produktes muss die folgenden Angaben enthalten

siehe Baseefa 1 3ATEX0296X

DEKRA Testing and Ce(ification GmbH
Bochum, den 2021

I
Geschäftsführer
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13 Anlage zur

14 EU-Baumusterprüfbescheinigung

BVS 03 ATEX G 016 X
Nachtrag 12

15 Beschreibung des Produktes

15.1 Gegenstand und Typ

Gasmesstransmitter Searchpoint Optima Plus mit optionaler HART@ Schnittstelle
Gasmesstransmitter Searchpoint optima Z mit optionaler HART@ Schnittstelle
Gasmesstransmitter Searchpoint optima X mit optionaler HART@ schnittstelle

15.2 Beschreibung

Grund des Nachtrags:
Anderungen von Hardware und Software, neue Anschlussgehäuse,
1:2016 und EN 50271:2018

Beschreibung des Produkts:
Die Gasmesstransmitter Searchpoint Optima
Optima Z mit optionaler HARTo Schnittstel
Schnittstelle sind ortsfeste Geräte zur
Luft. Die Gasmesstransmitter werd
Steuergerät verbunden. Die
lnfrarotabsorption.

15.3 Kenngrößen

siehe EG-Bau

15.4 Messfunktion für

Diese EU-Baurn

Transmitter Sea
optionaler HART@
der Software-Version

für den Transmitter
die Messung von M
Cyclohexanon, Ethanol,
Benzin 60/95, p-Xylol, 1-Meth
Ethen und 1,2-Dichlorethan im Mes
0 bis 5000 ppm und 0 bis 10000 ppm

für den Transmitter Searchpoint Optima Z mit optionaler
die Messung von Ethanol, Ethylacetat, Propan, Ethylen, 1-Butdnol
n-Hexan, 1-Butylacetat im Messbereich 0 bis 100 % UEG sowie Toluol, Benzin 60/95 und o-Xylol
im Messbereich 0 bis 80 % UEG

für den Transmitter Searchpoint optima X mit optionaler HART@ schnittstelle:
die Messung von Propan im Messbereich 0 bis 100 % UEG

die Nutzung der folgenden Ausgänge für sicherheitsrelevante Zwecke:
- Messwertausgang 4-20 mA
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die Nutzung des folgenden Zubehörs:
- Honeywell Analytics Anschlussgehäuse (Sach-Nr. 0OZg0-A-0i 00)- Adapterplatte für das Anschlussgehäuse (Sach-Nr. 04200-A-1040)

Anschlussgehäuse O ELD (Sach-Nr. OE LDBXXXXXyD MAz oder O ELDB)fiXXXyEMAX m it
oder S und z=X oder L) einschließlich der Verwendung zur Konfiguration, lnbetriäbnahme,
Prüfung und Wartung des Transmitters mit Software Versionen 6V5, ZV1 oder TV2
OELD App (Version 3.0.0)
Standardwetterschutz (Sach-Nr. 21 058,027 6)
Staubbarriere (Sach-Nr. 21 0880259)
Kal i brieradapter (Sach-N r . 21 088027 2)
Durchflusskappe (Sach-Nr. 21 0880282)
HART-Schnittstelle hinsichtlich der Verwendung zur Konfiguration, lnbetriebnahme, Prüfung
und Wartung des Transmitters

Diese EU-Baumusterprüfung beinhaltet folgende Abweichungen von den
von der EN 60079-29-1 gefordert werden:
- Erweiterter Bereich bei der Prüfung Lagerung des ausgeschalteten
- Erweiterter Bereich der Betriebstemperatur: -40'C bis +65 'C
- Erweiterter Bereich der Feuchte des Messgases: 0 % r.F

16 Prüfbericht

PFG-Nr. 41300406P NXV|ll vom 22.07.2021
PFG-Nr. 41300406P NXIX vom 2'l .09

17 Besondere Bedingungen für

siehe EU-Baumusterp
Der Parameter
Searchpoint
Die Modbus-Schn
bescheinig
Die Statusa
sicherheits
Die angezeigten
nicht für sic
Nach Konfigurat ion
zur Sicherstellung,
zurückgelesen und
Für die Kalibrierung m
"ACAL" (Menüsystem)
Vor Durchführung einer Kal
(Einstellung OFF)

18 Wesentliche Gesundheits- und Sicherhe

Die wesentlichen Gesundheits- und Sicherheitsa
Explosionsschutz sind durch die unter Abschnitt

Zeichnungen und Unterlagen

Die Zeichnungen und Unterlagen sind in den vertraulichen Prüfberichten gelistet

( DAk$*,"
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