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This document is to show the historical differences between the Vertex Series 

(**Rack and Analyzer definitions on changes): 
 
Series 1 – Serial number 290-0001 through 290-0499 

• Initial product release 

Series 2 – Serial number 290-0500 through 290-5999 

• Rack changes: 

o Introduction of a faster redundant mirrored hard drive 

o Power Distribution panel and 24VDC power supply enhancements 

o Pyrolyzer Power step down transformer removal 

o Pump PCB breaker removal and integrated into the new Power Distribution 

panel 

o Change to the pump Check Valves 

o System vacuum adjustment ability added 

• Analyzer changes: 

o Updated RFID to a 360-degree reader versus needing to align the  

o Introduction of the 230VAC Pyrolyzer 

o Removal of the Analyzer and Pyrolyzer Fan Dust Filter and fan located below 

the Optics Blocks 

• Other changes introduced: 

o Closed Loop Optics (CLO) with enhanced Optics Diagnostics 

o Larger touchscreen 

o New Proportional Valves 

o Filter door lock 

o System vacuum pump distribution manifold 

Series 3 – Serial number 290-6000 

• Rack changes: 

o Introduction of Windows® 10 

o *Updated Allen Bradley PLC from SLC500 to CompactLogix 5380 

o Replaced Active Display with Windows® 10 Remote Desktop 

*Refer to the Vertex Operating manual Appendix E through H for supported Network and Relay 
cards per Series revision racks. 
 
**This document is for high level use per series and does not include all component changes 
made between the series changes.  
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Find out more: 
https://sps.honeywell.com/us/en/products/safety/gas-and-flame-detection 

 
Contact Honeywell Analytics: 

 
Europe, Middle East, Africa 

Life Safety Distribution GmbH 
Javastrasse 2 
8604 Hegnau 

Switzerland 
Tel: +41 (0)44 943 4300 

Fax: +41 (0)44 943 4398 
gasdetection@honeywell.com 

Customer Service: 
Tel: 00800 333 222 44 (Freephone number) 

Tel: +41 44 943 4380 (Alternative number) 

Fax: 00800 333 222 55 
Middle East Tel: +971 4 450 5800 (Fixed Gas Detection) 

Middle East Tel: +971 4 450 5852 (Portable Gas Detection) 

 
Americas 

Honeywell Analytics Distribution Inc. 
405 Barclay Blvd. 

Lincolnshire, IL 60069 
USA 

Tel: +1 847 955 8200 
Toll free: +1 800 538 0363 

Fax: +1 847 955 8210 
detectgas@honeywell.com 

 
RAE Systems by Honeywell 

Phone: 408.952.8200 
Toll Free: 1.888.723.4800 

Fax: 408.952.8480 
 

Asia Pacific 
Honeywell Industrial Safety 

7F SangAm IT Tower, 
434, Worldcupbuk-ro, Mapo-gu, 

Seoul 03922,  
Korea 

Tel: +82 (0) 2 6909 0300 
Fax: +82 (0) 2 2025 0328 

India Tel: +91 124 4752700 
China Tel: +86 10 5885 8788 3000 

analytics.ap@honeywell.com 
 

Technical Support 
EMEA: gastechsupportemea@honeywell.com 

Americas: is.gas.techsupport@honeywell.com 
AP: gas.techsupport.apaci@honeywell.com 

LATAM: SoporteTecnico.HGAS@Honeywell.com  
Brazil: SuporteTecnico.HGAS@Honeywell.com 

 
While every effort has been made to ensure accuracy in this publication, no responsibility can be accepted for errors or omissions. 

Data may change, as well as legislation, and you are strongly advised to obtain copies of the most recently issued regulations, standards and guidelines. 
This publication is not intended to form the basis of a contract and the company reserves the right to amend the design and specification without notice. 
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