
 

 

Assembly of DH-19 and DH-AP-8  

Model:  DH-19-AP-8 

 
 
 

 
 
 
 
 
 
 

 
 

 
 

 
 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
 

 

Description
 

 

DH-19-AP-8 is a complete assembly of a 

DH-19 Winch Mount Bracket and the DH-

AP-8 Flat Quick Mount Bracket. 
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Materials

 
 

General Construction: Extruded Aluminum 

Finish (aluminum): Black Powder Coat 

Hardware:  Gr.5 Zinc Plated 

 

Technical

 
 

Working Load: 450lbs (204kg)  

Tensile Strength:  5,000lbs (22kN) 

Weight:   1.6lbs (.7kg) 

Dimensions:  Refer to DH-19 Spec Sheet 

 

 

 
 

 

 

 

Materials

 
 

General Construction: Welded Steel 

Weld Certification: AWS 

Material:   Mild Steel  

Finish: Zinc Plated, Plating Spec  

 Type III, Zinc, SC2 ASTM B633-85 

 

Technical

 
 

Max. Working Load: 450lbs (205kg) 4:1 Design Factor  

Weight:   2.5lbs (1.1kg) 

Dimensions:  Refer to DH-AP-8 Spec Sheet 

  

 

    

 

 

 

 

 

 

 

 

DH-19 DH-AP-8 
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PRIOR TO EACH USE. FAILURE TO READ AND FOLLOW ALL PRODUCT WARNINGS AND INSTRUCTIONS COULD RESULT IN SERIOUS INJURY OR DEATH. 

 


