
PC42T PLUS
PRINTER

特長と利点

12.7mm, 25.9mm

125mm (5
)

User Friendly

300m

PC42T PLUS
40

Connectivity
USB / Zsim (ZPL-II)

ESim (EPL)
Direct Protocol

PC42T PLUS 12.7 mm 0.5 25.4

mm 1 110 mm

4.3 125 mm

5 ips

300m

PC42T PLUS USB
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USB-

DP (Direct Protocol) DPL

ZPL-II EPL

PC42T PLUS

PC42T PLUS

110mm

4



297 mm x 226 mm x 175 mm
2.5kg

5℃ 40℃ 10 80%

-40℃ 60℃ 10% 90%

127 mm
25.4 mm, 38.1 mm

10 25.4 mm
9.6 mm

68 mm
12.7 mm, 25.9 mm

10 30 mm
300 mm

25.4mm 300 mm
12.7mm 75 mm

8.0dpm 203dpi
125mm/

104.1mm 

USB ,  USB

TCP/IP-suite 
(TCP, UDP, ICMP, IGMP), DHCP, BOOTP, LPR, 
FTP, web page and Telnet 9100, IPv4 Serial 
Flow, Control: XON/XOFF, RTS/CTS

1 LED

PC42T PLUS 

* www.honeywellaidc.com / 
compliance

* 
www.honeywellaidc.com/symbologies

* Microsoft Windows Microsoft Corporation

* Monotype Monotype Imaging Inc.

* BarTender Seagull Scientific

* ZPL II ZIH Corp.

* 

& 
105-0022 1-16-1
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1
BMP GIF PCX PNG

Aztec, Code 16K, Code 49, Data 
Matrix, Dot Code, EAN-8, EAN-13, EAN, UCC 128, 
Grid Matrix, HIBC 39, HIBC 128, MaxiCode, MSI 
(modified Plessey), PDF417, Micro PDF417, 
Planet, Plessey, Postnet, QR-Code, RSS-14
(variations) 1

2

Direct Protocol (DP), DPL, 
ZSim2 (ZPL II), ESim (EPL)

InterDriver Windows® Printer Driver 
(Microsoft® Certified for Windows 7/8.1/10, 
Windows Server 2016/2008/2012)

BarTender®
, , 

, , , , , 
, Monotype™ Universal 

Font Scaling Technology(UFST) World 
Type Layout Engine WTLE

100 240VAC@50 60Hz 1.5A 
24VDC 2.5A

CE, D Mark, KC, RM

D Mark, EN 60950-1
IEC 60950-1

EMC Europe EMC Directive
(EN55032 Class A + EN55024)

1 Printer, Printhead

https://sps.honeywell.com/jp/ja

