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SPECIFICATIONS P /N 2329

Availlable Ranges: 4000, 5000 LBS.
Non—linearity /Hysteresis: + /—0.20% F.S.
Non—repeatability: +/-0.5% F.S.

2mv /V

Resolution:

Uperating lemperature: —65 to +250 deqg F
Compensated lemperature: 60 to 160 deqg F

Qutput:

lemperature cffect on Z@rQ/Sp©ﬂi°©©57§?oSw/deg -

nfinite

S>tram Gage lype: Bonded Foil
xcitation Voltage: 10.0 vDC

Sridge Resistance: 350 ohm

>ate Overload: 50% over capacity
Detflection—

Casing Material: 17—-4 PH Stainless

Full Scale: 0017— 003”7

WIRING CODL

~ED +EXCITATION
SLACK — —EXCITATION
GREEN  —0OUTPUT
WHIE  +0OUITRPUT

- WD%? - 4 COND. 30 GA. TEFLON
° NSULATED CABLE W/ 27
SPRING STRAIN RELIEF
(Cable Length = 5ft;
| =
SOTEC /////
94 \ < #13
38" DIA.
! \
| A
637 TYP. %%%%%% I oL
1/2-20 UNF—2A
TYPICAL
%gDE REV DESCRIPTION REEEED RE&EﬁSE
GT SIZE SCALE: DRAWN  fjj A 79| CHECKED: APPROVED
coDE L~ |9/18/91

USED
ON

MATERIAL SPEC.

S NSO T [TINC.

1200 CHESARPEAKE AVE.
COLUMBUS,OHIO 45212

MODEL 31 LOAD CELL P/N 2329
4K=5K LBS., 1/2—20 UNF—=2A
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