22.5°

1/2-13UNC, 1.0 DEEP
ON A 6357 BC.
(@ HOLES, 180° APART

#21/32 DRILL THRU
(16> PLACES ON A 29.000
BC. AS SHOWN

RECEPTACLE
PT02E-10-6P
(MATING CONNECTOR
FURNISHED)

2.75-8 UN-3B
THREAD THRU

11.25°

LOADING
SURFACE

3177 200 LBS 200K LBS
3176 100K LBS 150K LBS
MODEL NO. | CAPACITY OVERLOAD CAPACITY
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FOR ADDITIONAL INFORMATION SEE
LEBOW SPECIFICATION SHEET S-3175

””U%th %{A‘DF D-31501 .|

USE OF TENSION BASE IS RECOMMENDED

FOR ALL APPLICATIONS. WHEN MOUNTING

LOAD CELL WITHOUT TENSION BASE

ATTENTION MUST BE GIVEN TO THE MATING
SURFACE WITH REGARD TO FLATNESS, HARDNESS,
AND STIFFNESS
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13— |—
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(COMPRESSION ONLY>
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| WRENCH HOLES
| VITH OPTIONAL MOUNTING
BASE THIS BECOMES THE
| LOADING SURFACE N 275-8 UN-3B
[———492——]| THREAD
UNIT IS SHOWN WITH OPTIONAL LOAD BUTTON
. AND MOUNTING BASE. WHEN BASE IS ORDERED UNIT
IS SHIPPED FACTORY ASSEMBLED WITH (16) 5/8-18
GRADE 8 HEX HEAD BOLTS.
LOAD CONCENTRATING
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