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1/4—18 NPT MALE (< 1500 PSI) (SHOWN)
1 /4—18 NPT FEMALE (1500 PSI TO 10000 PSI)
AUTOCLAVE AE F250-C (15000 PSI AND UP)
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GENERAL

# CHANNELS. ... ]

CASE MATERIAL. ..., ALUMINIUM, BLACK

CASE SIZE. o 3/8 DIN

ACCURACY

MODEL AG400................ LINEARTTY&HYSTERESIS 0.007%
MODEL AG40T......... . LINEARITY&HYSTERESIS 0.107%

CALIBRATION UNITS OF MEASURE...... PSI (STANDARD)
OTHER CALIBRATION UNIS OF MEASURE
AVAILABLE AT EXTRA COST

DIGITAL DISPLAY

SCALING. .. 0—9999999
SCALING MelHOD........o AUTOMATIC
RESOLUTION. o 1 /50000

DISPLAY UNITS OF MEASURE (FELD SELECTABLE)
-5l BAR, mMBAR, mmHg, 1nHg,
inWA (inH20), KPa

ENVIRONMENTAL

STORAGE TEMP ..o —20'F to +200F
OPERATING TEMP......o . cO'F 10 1T00F

TEMP. EFFECT...0.004%/°F OVER OPERATING RANGE

AMPLIFIER CHARICTERISTICS

FREQUENCY RESPONSE. . 2 Hz

SIEP RESFPONSE.... 40 ms

PHYSICAL CHARACTERISTICS

AC POWERED........... ... 100 to Z250VAC, 4/ to biRz
OFPTIONAL DC POWERED................ 11 to 2o VDC, 20
LIMITS OQUITPUTS OFPEN COLLECTOR
PRESSURE PORT ., Ste SIDE VIEW

AVALIABLE RANGES (CAGE & ABSOLUTE)

1o, 20, /o, 100, 200; 500; 200; /50; 1000;
10500; 2000; s000; /500; 10,000; 15,000;
50,000 (MODEL AG401 ONLY) PS
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